Supplier Rating, All Producers
Jan'05 - Sep'05

For details about the categories below see the Logan Aluminum RSI Performance Rating System Criteria, Rev 1.0.
Each category below is folled by the corresponding Rating Criteria Section numbers or visit www.loganrawmaterials.com for online viewing.
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O Chemical Samples Included - 1.0 B Correct Purchase Order - 2.0 O Correct Producer - 2.0 O Correct Piece Count - 2.0
H Correct Ship Weight - 2.0 O Weighted Heat Analysis - 3.0 B Heat Specific Analysis - 3.0 O Correct Banding - 4.A
M Legible Ingot/Bundle ID - 4.B B Mold Release Agent ODross (Skimming) - 4.D OGravel - 4.D
W Double Pour -4.F H Closed Container - 4.G W Other Reject - 4.H B Check Analysis Program - 6.0
EASTM Samples - 5.A O Sample Marking Legible - 5.B O Samples Match Paperwork - 5.3C O Number of Burns on Sample - 5.D
O Sample Depth of Cut - 5.E O Samples OES Surface Finish - 5.F OOES Sample Solidification - 5.G O Sample Shape - 5.H
E Dross in Sample - 5.1 O Other Sample Issue -5.J



http://www.loganrawmaterials.com

